
SYSTEM NV-AP26OB NV-AP26OW NV-AP26OSB NV-AP26OSW
Description AccentPLUS2 6.5" Black Outdoor 

Loudspeaker
AccentPLUS2 6.5" White Outdoor 
Loudspeaker

AccentPLUS2 6.5" Black Stereo 
Outdoor Loudspeaker

AccentPLUS2 6.5" White Stereo 
Outdoor Loudspeaker

Power Rating: 50W 50W 40W x 2 40W x 2
Impedance 8 ohm 8 ohm 8 ohm x 2 8 ohm x 2
Efficiency 89dB 1W/1M 89dB 1W/1M 89dB 1W/1M 89dB 1W/1M
Frequency Response 55Hz-20kHz +/-3dB 55Hz-20kHz +/-3dB 55Hz-20kHz +/-3dB 55Hz-20kHz +/-3dB
Tweeter Crossover 12dB 12dB 12dB 12dB
Woofer Crossover N/A N/A N/A N/A
Cabinet material Mineral Filled Polyethylene Mineral Filled Polyethylene Mineral Filled Polyethylene Mineral Filled Polyethylene
Grill material Powder Coated Aluminum Powder Coated Aluminum Powder Coated Aluminum Powder Coated Aluminum
Bracket material Powder Coated Steel Powder Coated Steel Powder Coated Steel Powder Coated Steel
Dimension:(H*W*D) 13''x7 5/8''x7 1/2'' 330x193x190mm 13''x7 5/8''x7 1/2'' 330x193x190mm 13''x7 5/8''x7 1/2'' 330x193x190mm 13''x7 5/8''x7 1/2'' 330x193x190mm

Depth w/bracket 8'' (205mm) 8'' (205mm) 8'' (205mm) 8'' (205mm)
Weight (Unit) 7.50lbs(3.40kg) 7.50lbs(3.40kg) 7.50lbs(3.40kg) 7.50lbs(3.40kg)

WOOFER  
Magnet Structure Ferrite, 13oz (370g)

Extended Back Plate
Ferrite, 13oz (370g)
Extended Back Plate

Ferrite, 13oz (370g)
Extended Back Plate

Ferrite, 13oz (370g)
Extended Back Plate

Voice Coil 1" (25mm) Polyimide Film 1" (25mm) Polyimide Film 1" (25mm) Polyimide Film 1" (25mm) Polyimide Film
Cone 6.5" (165mm) DuPont™Kevlar® 6.5" (165mm) DuPont™Kevlar® 6.5" (165mm) DuPont™Kevlar® 6.5" (165mm) DuPont™Kevlar®
Surround Butyl Rubber Butyl Rubber Butyl Rubber Butyl Rubber
Dust Cover Polypropylene Polypropylene Polypropylene Polypropylene

TWEETER  
Magnet Neodymium Neodymium Neodymium Neodymium
Dome Titanium  3/4" (19mm) Titanium  3/4" (19mm) Titanium  3/4" (19mm) Titanium  3/4" (19mm)
Type Fixed Position Fixed Position Fixed Position Fixed Position

SYSTEM NV-AP28OB NV-AP28OW NV-AP28OSB NV-AP28OSW
Description AccentPLUS2 8" Black Outdoor 

Loudspeaker
AccentPLUS2 8" White Outdoor 
Loudspeaker

AccentPLUS2 8" Black Stereo Outdoor 
Loudspeaker

AccentPLUS2 8" White Stereo 
Outdoor Loudspeaker

Power Rating: 100W 100W 50W x 2 50W x 2
Impedance 8 ohm 8 ohm 8 ohm x 2 8 ohm x 2
Efficiency 91dB 1W/1M 91dB 1W/1M 91dB 1W/1M 91dB 1W/1M
Frequency Response 45Hz-20kHz +/-3dB 45Hz-20kHz +/-3dB 45Hz-20kHz +/-3dB 45Hz-20kHz +/-3dB
Tweeter Crossover 12dB 12dB 12dB 12dB
Woofer Crossover N/A N/A N/A N/A
Cabinet material Mineral Filled Polyethylene Mineral Filled Polyethylene Mineral Filled Polyethylene Mineral Filled Polyethylene
Grill material Powder Coated Aluminum Powder Coated Aluminum Powder Coated Aluminum Powder Coated Aluminum
Bracket material Powder Coated Steel Powder Coated Steel Powder Coated Steel Powder Coated Steel
Dimension:(H*W*D) 15''x9 1/2''x10''  

382mmx240mmx258mm
15''x9 1/2''x10''  
382mmx240mmx258mm

15''x9 1/2''x10''  
382mmx240mmx258mm

15''x9 1/2''x10''  
382mmx240mmx258mm

Depth w/bracket 9 3/4'' (250mm) 9 3/4'' (250mm) 9 3/4'' (250mm) 9 3/4'' (250mm)
Weight (Unit) 10.50lbs(4.80kg) 10.50lbs(4.80kg) 10.50lbs(4.80kg) 10.50lbs(4.80kg)

WOOFER  
Magnet Structure Ferrite, 17oz (480g)

Extended Back Plate
Ferrite, 17oz (480g)
Extended Back Plate

Ferrite, 17oz (480g)
Extended Back Plate

Ferrite, 17oz (480g)
Extended Back Plate

Voice Coil 1.5" (38mm) Polyimide Film 1.5" (38mm) Polyimide Film 1.5" (38mm) Polyimide Film 1.5" (38mm) Polyimide Film
Cone 8" (203mm) DuPont™Kevlar® 8" (203mm) DuPont™Kevlar® 8" (203mm) DuPont™Kevlar® 8" (203mm) DuPont™Kevlar®
Surround Butyl Rubber Butyl Rubber Butyl Rubber Butyl Rubber
Dust Cover Polypropylene Polypropylene Polypropylene Polypropylene

TWEETER  
Magnet Neodymium Neodymium Neodymium Neodymium
Dome Titanium 1" (25mm) Titanium 1" (25mm) Titanium 1" (25mm) Titanium 1" (25mm)
Type Fixed Position Fixed Position Fixed Position Fixed Position

Nuvo AccentPLUS2 Outdoor Speaker


