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FOTOGRAFIAS de SRK-156-1 (Panel Digital 15.6” para publicidad) 

 

 
 

CARACTERISTICAS 

 
• Frame: front: Acryl/Steel Glass (optional)  back: metal  

• Fashion module, flexible fasten, easy installing   

• Supports multiple file formats: BMP, MP3, WMA, JPG, MPEG-1, MPEG-2, MPEG-4, AVI, VOB  

• Supports CF/SD(High-speed), MMC/USB 2.0(Hot plug).   

• Full function remote control, easy operation  

• Picture Display Time: Picture Display Time is modifiable  

• Time Display: Time Display or not is modifiable  

• Auto-play when turned on with the cards/USB inserted   

• Multi-Language OSD:Chinese, English, Japanese, French, German, Danish, Spanish  

• Time : Support adjust time and display it on the screen on/off  

• Super time switch function, can auto turn on/off at a specific time  

• Slide Show: Support background music when display picture 



 w w w . s i r k o m . c o m  

Avda. Lehendakari Aguirre, 50-52 � 48014  BILBAO – VIZCAYA - (SPAIN)  � Tfno. +34 944.765.344 � Fax +34 944.750.814 � 
info@sirkom.com 

 

 

 

ESPECIFICACIONES: 

 

Display  
LCD size:   15.6″ TFT LCD (Diagonal) 

Active Area   344.232(H)*193.536(V) 

Pixel Number   1366*R.G.B.*768 

Pixel Pitch   0.252(H)*0.252(V) 

Luminance        250cd/m² 

Contrast  Ratio     500:1 

Viewing Angle    160°(CR›5) 

Response Time    8ms 

Backlight:   LED 

MTBF    50,000 (hours) 

 

I/O 

AC Power Input   AC: 100~240 V   50/60Hz 

DC Power Output  12V / 3A 

Integrated Speakers  Stereo L/R, 5W x 2, 8Ω  

Power(DPMS sleep mode)  <1W  

Power(work mode)  30W TYP 

IR Remote   Yes 

Menu OSD    Yes 

 

Card reader 

Interface   CF/MMC/SD/USB(2.0) 

Photo    JPEG, BMP 

Video    MPEG 1, MPEG 2, MPEG 4, AVI, MP4, VOB 

Audio    MP3, WMA 

 

Mechanical and Environmental 
Operating temperature  0°C~ 40°C (32℉~104℉) 

Storage temperature  -20°C ~60°C (-4℉~140℉) 

Storage humidity   10% ~ 95%@40°C,Non-condensing 

External Colors   black 

Remote control   Yes (Infrared Remote)  

Operation Manual  Yes 

AC adapter   Yes 

 

Conformity  
Conformity:   CE, FCC, ROHS 

Warranty:   1 Year 

Leadtime:    25 working days  

 


